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NOTES:

1. BASE DRAWING IS DERIVED FROM EXISTING MAP AND
DRAWING INFORMATION AS INDICATED IN THE
REFERENCE SECTION. THE ACCURACY OF THE
INFORMATION IS NOT GUARANTEED. CONTRACTOR
SHALL VERIFY CONDITIONS AND UTILITY LOCATIONS
PRIOR TO CONSTRUCTION.
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1. BASE DRAWING IS DERIVED FROM EXISTING MAP AND
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1. BASE DRAWING IS DERIVED FROM EXISTING MAP AND
DRAWING INFORMATION AS INDICATED IN THE
REFERENCE SECTION. THE ACCURACY OF THE
INFORMATION IS NOT GUARANTEED. CONTRACTOR
SHALL VERIFY CONDITIONS AND UTILITY LOCATIONS
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1. BASE DRAWING IS DERIVED FROM EXISTING MAP AND
DRAWING INFORMATION AS INDICATED IN THE
REFERENCE SECTION. THE ACCURACY OF THE
INFORMATION IS NOT GUARANTEED. CONTRACTOR
SHALL VERIFY CONDITIONS AND UTILITY LOCATIONS
PRIOR TO CONSTRUCTION.
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1. BASE DRAWING IS DERIVED FROM EXISTING MAP AND
DRAWING INFORMATION AS INDICATED IN THE
REFERENCE SECTION. THE ACCURACY OF THE
INFORMATION IS NOT GUARANTEED. CONTRACTOR
SHALL VERIFY CONDITIONS AND UTILITY LOCATIONS
PRIOR TO CONSTRUCTION.

2. MAINTAIN MINIMUM 12" VERTICAL AND/OR
HORIZONTAL CLEARANCE WITH ALL EXISTING UTILITIES
AND STORM DRAINS.
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LANDSCAPE NOTES AND DETAILS
SHRUBS QTY BOTANICAL NAME COMMON NAME MIN. INSTALLED SIZE ROOT SPACING

AST OSK 20 ASTER OBLONGIFOLIUS `OCTOBER SKIES` OCTOBER SKIES FALL ASTER 24" HT./SPRD. CONTAINER 36" o.c.

COR FA4 6 CORNUS SERICEA 'FARROW' ARCTIC FIRE® RED TWIG DOGWOOD 24" HT./SPRD. CONTAINER 42" o.c.

ILE RED 24 ILEX VERTICILLATA 'RED SPRITE' RED SPRITE WINTERBERRY 24" HT./SPRD. CONTAINER 48" o.c.

ITE MER 34 ITEA VIRGINICA `MERLOT` MERLOT SWEETSPIRE 24" HT./SPRD. CONTAINER 48" o.c.

ORNAMENTAL GRASSES QTY BOTANICAL NAME COMMON NAME MIN. INSTALLED SIZE ROOT SPACING

PEN HAM 38 PENNISETUM ALOPECUROIDES 'HAMELN' HAMELN FOUNTAIN GRASS 24" HT./SPRD. CONTAINER 48" o.c.

CAL KAR 21 CALAMAGROSTIS X ACUTIFLORA 'KARL FOERSTER' KARL FOERSTER FEATHER REED GRASS 24" HT./SPRD. CONTAINER 24" o.c.

STI MEX 234 STIPA TENUISSIMA MEXICAN FEATHER GRASS 24" HT./SPRD. CONTAINER 12" o.c.

PERENNIALS QTY BOTANICAL NAME COMMON NAME MIN. INSTALLED SIZE ROOT SPACING

LIA SPI 167 LIATRIS SPICATA BLAZING STAR 1 GAL. CONTAINER 12" o.c.

RUD GO2 138 RUDBECKIA FULGIDA SULLIVANTII 'GOLDSTURM' GOLDSTURM CONEFLOWER 1 GAL. CONTAINER 12" o.c.

SED AU5 81 SEDUM X `AUTUMN FIRE` AUTUMN FIRE SEDUM 1 GAL. CONTAINER 18" o.c.
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1. BASE DRAWING IS DERIVED FROM EXISTING MAP AND
DRAWING INFORMATION AS INDICATED IN THE
REFERENCE SECTION. THE ACCURACY OF THE
INFORMATION IS NOT GUARANTEED. CONTRACTOR
SHALL VERIFY CONDITIONS AND UTILITY LOCATIONS
PRIOR TO CONSTRUCTION.

2. MAINTAIN MINIMUM 12" VERTICAL AND/OR
HORIZONTAL CLEARANCE WITH ALL EXISTING UTILITIES
AND STORM DRAINS.
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THE TOP OF THE ROOTBALL

IS AT THE SAME GRADE AS
ORIGINALLY GROWN OR 1-2"

ABOVE IN POOR DRAINING
SOILS. DO NOT COVER THE

TOP OF THE ROOTBALL
WITH SOIL

BACKFILL PLANTING PIT
WITH NATIVE SOIL.
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GENERAL NOTES
PRE-CONSTRUCTION

· CONTRACTOR IS RESPONSIBLE FOR CONTACTING "MISS UTILITY" AT
1.800.552.7001 FOR LOCATION OF ALL UTILITY LINES.TREES SHALL BE
LOCATED A MINIMUM OF 5 FEET FROM SEWER/WATER CONNECTIONS.
NOTIFY LANDSCAPE ARCHITECT OF CONFLICTS.

· VERIFY ALL PLANT MATERIAL QUANTITIES ON THE PLAN PRIOR TO
BIDDING, PLANT LIST TOTALS ARE FOR CONVENIENCE ONLY AND SHALL
BE VERIFIED PRIOR TO BIDDING.

· PROVIDE PLANT MATERIALS OF QUANTITY, SIZE, GENUS, SPECIES, AND
VARIETY INDICATED ON PLANS.  ALL PLANT MATERIALS AND
INSTALLATION SHALL COMPLY WITH RECOMMENDATIONS AND
REQUIREMENTS OF ANSI Z60.1 "AMERICAN STANDARD FOR NURSERY
STOCK". IF SPECIFIED PLANT MATERIAL IS NOT OBTAINABLE, SUBMIT
PROOF OF NON AVAILABILITY TO THE LANDSCAPE ARCHITECT,
TOGETHER  WITH PROPOSAL FOR USE OF EQUIVALENT MATERIAL.

· PROVIDE AND INSTALL ALL PLANTS AS IN ACCORDANCE WITH  DETAILS
AND CONTRACT SPECIFICATIONS.

· SOIL TESTS SHALL BE PERFORMED TO DETERMINE SOIL CHARACTER
        AND QUALITY. NECESSARY SOIL AMENDMENTS SHALL BE PERFORMED
        PER TEST RESULTS TO ENSURE PLANT HEALTH.

CONSTRUCTION/INSTALLATION

· LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REJECT ANY PLANTS
AND MATERIALS THAT ARE IN AN UNHEALTHY OR UNSIGHTLY
CONDITION, AS WELL AS PLANTS AND MATERIALS THAT DO NOT
CONFORM TO ANSI Z60.1 "AMERICAN STANDARD FOR NURSERY STOCK"

· LABEL AT LEAST ONE TREE AND ONE SHRUB OF EACH VARIETY AND
CALIPER WITH A SECURELY ATTACHED, WATERPROOF TAG BEARING
THE DESIGNATION OF BOTANICAL AND COMMON NAME.

· INSTALL LANDSCAPE PLANTINGS AT ENTRANCES/EXITS AND PARKING
AREAS ACCORDING TO PLANS SO THAT MATERIALS WILL NOT
INTERFERE WITH SIGHT DISTANCES.

· CONTRACTOR IS RESPONSIBLE FOR WATERING ALL PLANT MATERIAL
DURING INSTALLATION AND UNTIL FINAL INSPECTION AND ACCEPTANCE
BY OWNER. CONTRACTOR SHALL NOTIFY OWNER OF CONDITIONS
WHICH AFFECTS THE GUARANTEE.

INSPECTIONS/GUARANTEE

· UPON COMPLETION OF LANDSCAPE INSTALLATION, THE LANDSCAPE
CONTRACTOR SHALL NOTIFY THE GENERAL CONTRACTOR WHO WILL
VERIFY COMPLETENESS, INCLUDING THE REPLACEMENT OF ALL DEAD
PLANT MATERIAL. CONTRACTOR IS RESPONSIBLE FOR SCHEDULING A
FINAL INSPECTION BY THE LANDSCAPE ARCHITECT.

· ALL EXTERIOR PLANT MATERIALS SHALL BE GUARANTEED FOR ONE
FULL YEAR AFTER DATE OF FINAL INSPECTION AGAINST DEFECTS
INCLUDING DEATH AND UNSATISFACTORY GROWTH. DEFECTS
RESULTING FROM NEGLECT BY THE OWNER, ABUSE OR DAMAGE BY
OTHERS, OR UNUSUAL PHENOMENA OR INCIDENTS WHICH ARE BEYOND
THE CONTRACTORS CONTROL ARE NOT THE RESPONSIBILITY OF THE
CONTRACTOR.

· PLANT MATERIAL QUANTITIES AND SIZES WILL BE INSPECTED FOR
COMPLIANCE WITH APPROVED PLANS BY A SITE PLAN REVIEW AGENT
OF THE PLANNING DEPARTMENT PRIOR TO THE RELEASE OF THE
CERTIFICATE OF OCCUPANCY.

· REMOVE ALL GUY WIRES AND STAKES 12 MONTHS AFTER INSTALLATION.

LANDSCAPE NOTES AND
DETAILS

L3.1

SHRUBS QTY BOTANICAL NAME COMMON NAME MIN. INSTALLED SIZE ROOT SPACING

AST OSK 20 ASTER OBLONGIFOLIUS `OCTOBER SKIES` OCTOBER SKIES FALL ASTER 24" HT./SPRD. CONTAINER 36" o.c.

COR FA4 6 CORNUS SERICEA 'FARROW' ARCTIC FIRE® RED TWIG DOGWOOD 24" HT./SPRD. CONTAINER 42" o.c.

ILE RED 24 ILEX VERTICILLATA 'RED SPRITE' RED SPRITE WINTERBERRY 24" HT./SPRD. CONTAINER 48" o.c.

ITE MER 34 ITEA VIRGINICA `MERLOT` MERLOT SWEETSPIRE 24" HT./SPRD. CONTAINER 48" o.c.

ORNAMENTAL GRASSES QTY BOTANICAL NAME COMMON NAME MIN. INSTALLED SIZE ROOT SPACING

PEN HAM 38 PENNISETUM ALOPECUROIDES 'HAMELN' HAMELN FOUNTAIN GRASS 24" HT./SPRD. CONTAINER 48" o.c.

CAL KAR 21 CALAMAGROSTIS X ACUTIFLORA 'KARL FOERSTER' KARL FOERSTER FEATHER REED GRASS 24" HT./SPRD. CONTAINER 24" o.c.

STI MEX 234 STIPA TENUISSIMA MEXICAN FEATHER GRASS 24" HT./SPRD. CONTAINER 12" o.c.

PERENNIALS QTY BOTANICAL NAME COMMON NAME MIN. INSTALLED SIZE ROOT SPACING

LIA SPI 167 LIATRIS SPICATA BLAZING STAR 1 GAL. CONTAINER 12" o.c.

RUD GO2 138 RUDBECKIA FULGIDA SULLIVANTII 'GOLDSTURM' GOLDSTURM CONEFLOWER 1 GAL. CONTAINER 12" o.c.

SED AU5 81 SEDUM X `AUTUMN FIRE` AUTUMN FIRE SEDUM 1 GAL. CONTAINER 18" o.c.

PLANT SCHEDULE
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ILE RED 24 ILEX VERTICILLATA 'RED SPRITE' RED SPRITE WINTERBERRY 24" HT./SPRD. CONTAINER 48" o.c.

ITE MER 34 ITEA VIRGINICA `MERLOT` MERLOT SWEETSPIRE 24" HT./SPRD. CONTAINER 48" o.c.

ORNAMENTAL GRASSES QTY BOTANICAL NAME COMMON NAME MIN. INSTALLED SIZE ROOT SPACING

PEN HAM 38 PENNISETUM ALOPECUROIDES 'HAMELN' HAMELN FOUNTAIN GRASS 24" HT./SPRD. CONTAINER 48" o.c.

CAL KAR 21 CALAMAGROSTIS X ACUTIFLORA 'KARL FOERSTER' KARL FOERSTER FEATHER REED GRASS 24" HT./SPRD. CONTAINER 24" o.c.

STI MEX 234 STIPA TENUISSIMA MEXICAN FEATHER GRASS 24" HT./SPRD. CONTAINER 12" o.c.

PERENNIALS QTY BOTANICAL NAME COMMON NAME MIN. INSTALLED SIZE ROOT SPACING

LIA SPI 167 LIATRIS SPICATA BLAZING STAR 1 GAL. CONTAINER 12" o.c.

RUD GO2 138 RUDBECKIA FULGIDA SULLIVANTII 'GOLDSTURM' GOLDSTURM CONEFLOWER 1 GAL. CONTAINER 12" o.c.

SED AU5 81 SEDUM X `AUTUMN FIRE` AUTUMN FIRE SEDUM 1 GAL. CONTAINER 18" o.c.

PLANT SCHEDULE

L:
\2

03
\3

99
62

-R
ic

hm
on

d\
10

6-
20

3-
H

ul
l_

S
t_

G
at

ew
ay

_S
ig

n\
D

W
G

\S
he

et
\C

D
\3

99
62

.1
06

-L
3.

0 
P

LN
T.

dw
g 

| P
lo

tte
d 

on
 8

/3
1/

20
23

 1
:2

1 
P

M
 | 

by
 C

hr
is

 G
re

go
ry

NOTES:

1. BASE DRAWING IS DERIVED FROM EXISTING MAP AND
DRAWING INFORMATION AS INDICATED IN THE
REFERENCE SECTION. THE ACCURACY OF THE
INFORMATION IS NOT GUARANTEED. CONTRACTOR
SHALL VERIFY CONDITIONS AND UTILITY LOCATIONS
PRIOR TO CONSTRUCTION.

2. MAINTAIN MINIMUM 12" VERTICAL AND/OR
HORIZONTAL CLEARANCE WITH ALL EXISTING UTILITIES
AND STORM DRAINS.
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HULL STREET GATEWAY SIGN

PRELIMINARY PLAN
FOR REVIEW ONLY

NOT FOR CONSTRUCTION

B&B CONTAINER

REMOVE ALL STRING,
WIRE, AND BURLAP FROM

TOP 13 OF BALL

INSTALL SHRUBS SO THAT
THE TOP OF THE ROOTBALL

IS AT THE SAME GRADE AS
ORIGINALLY GROWN OR 1-2"

ABOVE IN POOR DRAINING
SOILS. DO NOT COVER THE

TOP OF THE ROOTBALL
WITH SOIL

BACKFILL PLANTING PIT
WITH NATIVE SOIL.

INCORPORATE
SLOW-RELEASE

GRANULAR FERTILIZER

SCARIFY BOTTOM AND
SIDES OF PIT

REMOVE ALL DEAD,
BROKEN, DISEASED,
AND WEAK BRANCHES
AT TIME OF PLANTING

2-3" MULCH LAYER,
KEEP AWAY FROM
TRUNK

1" COMPOST LAYER

PROVIDE MULCH UP
AND OVER SAUCER

6" SAUCER
REMOVE CONTAINER.
SCARIFY PERIMETER
ROOTS

SHRUB PLANTING DETAIL1

CONTAINER

ORNAMENTAL
GRASS CONTAINER
PLANTINGS

2-3" MULCH LAYER,
KEEP AWAY FROM
TRUNK

1" COMPOST LAYER

PROVIDE MULCH UP
AND OVER SAUCER

6" SAUCER

REMOVE
CONTAINER.
SCARIFY PERIMETER
ROOTS

ORNAMENTAL GRASS DETAIL

INSTALL GRASSES SO THAT
THE TOP OF THE ROOTBALL

IS AT THE SAME GRADE AS
ORIGINALLY GROWN OR 1-2"

ABOVE IN POOR DRAINING
SOILS. DO NOT COVER THE

TOP OF THE ROOTBALL
WITH SOIL

2

UNDISTURBED
EARTH

AMENDED
SOIL MIX

1" COMPOST
LAYER

2-3" MULCH
LAYER

 PLANT

PLANT UP TO EDGE OF SHRUBS
UNLESS OTHERWISE NOTED

PLANT PERIMETER AT INDICATED
SPACING

TRIANGULAR INFILL SPACING

PLANT UNDER DRIP LINE OF LIMBED
UP SHRUBS & TREES

MULCH LINE

VOIDS

EDGE OF BUILDING, WALK OR
STRUCTURE

PLAN VIEW

GROUNDCOVER PLANTING DETAIL

12" MIN

HEIGHT VARIES
WITH PLANTS

3

GENERAL NOTES
PRE-CONSTRUCTION

· CONTRACTOR IS RESPONSIBLE FOR CONTACTING "MISS UTILITY" AT
1.800.552.7001 FOR LOCATION OF ALL UTILITY LINES.TREES SHALL BE
LOCATED A MINIMUM OF 5 FEET FROM SEWER/WATER CONNECTIONS.
NOTIFY LANDSCAPE ARCHITECT OF CONFLICTS.

· VERIFY ALL PLANT MATERIAL QUANTITIES ON THE PLAN PRIOR TO
BIDDING, PLANT LIST TOTALS ARE FOR CONVENIENCE ONLY AND SHALL
BE VERIFIED PRIOR TO BIDDING.

· PROVIDE PLANT MATERIALS OF QUANTITY, SIZE, GENUS, SPECIES, AND
VARIETY INDICATED ON PLANS.  ALL PLANT MATERIALS AND
INSTALLATION SHALL COMPLY WITH RECOMMENDATIONS AND
REQUIREMENTS OF ANSI Z60.1 "AMERICAN STANDARD FOR NURSERY
STOCK". IF SPECIFIED PLANT MATERIAL IS NOT OBTAINABLE, SUBMIT
PROOF OF NON AVAILABILITY TO THE LANDSCAPE ARCHITECT,
TOGETHER  WITH PROPOSAL FOR USE OF EQUIVALENT MATERIAL.

· PROVIDE AND INSTALL ALL PLANTS AS IN ACCORDANCE WITH  DETAILS
AND CONTRACT SPECIFICATIONS.

· SOIL TESTS SHALL BE PERFORMED TO DETERMINE SOIL CHARACTER
        AND QUALITY. NECESSARY SOIL AMENDMENTS SHALL BE PERFORMED
        PER TEST RESULTS TO ENSURE PLANT HEALTH.

CONSTRUCTION/INSTALLATION

· LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REJECT ANY PLANTS
AND MATERIALS THAT ARE IN AN UNHEALTHY OR UNSIGHTLY
CONDITION, AS WELL AS PLANTS AND MATERIALS THAT DO NOT
CONFORM TO ANSI Z60.1 "AMERICAN STANDARD FOR NURSERY STOCK"

· LABEL AT LEAST ONE TREE AND ONE SHRUB OF EACH VARIETY AND
CALIPER WITH A SECURELY ATTACHED, WATERPROOF TAG BEARING
THE DESIGNATION OF BOTANICAL AND COMMON NAME.

· INSTALL LANDSCAPE PLANTINGS AT ENTRANCES/EXITS AND PARKING
AREAS ACCORDING TO PLANS SO THAT MATERIALS WILL NOT
INTERFERE WITH SIGHT DISTANCES.

· CONTRACTOR IS RESPONSIBLE FOR WATERING ALL PLANT MATERIAL
DURING INSTALLATION AND UNTIL FINAL INSPECTION AND ACCEPTANCE
BY OWNER. CONTRACTOR SHALL NOTIFY OWNER OF CONDITIONS
WHICH AFFECTS THE GUARANTEE.

INSPECTIONS/GUARANTEE

· UPON COMPLETION OF LANDSCAPE INSTALLATION, THE LANDSCAPE
CONTRACTOR SHALL NOTIFY THE GENERAL CONTRACTOR WHO WILL
VERIFY COMPLETENESS, INCLUDING THE REPLACEMENT OF ALL DEAD
PLANT MATERIAL. CONTRACTOR IS RESPONSIBLE FOR SCHEDULING A
FINAL INSPECTION BY THE LANDSCAPE ARCHITECT.

· ALL EXTERIOR PLANT MATERIALS SHALL BE GUARANTEED FOR ONE
FULL YEAR AFTER DATE OF FINAL INSPECTION AGAINST DEFECTS
INCLUDING DEATH AND UNSATISFACTORY GROWTH. DEFECTS
RESULTING FROM NEGLECT BY THE OWNER, ABUSE OR DAMAGE BY
OTHERS, OR UNUSUAL PHENOMENA OR INCIDENTS WHICH ARE BEYOND
THE CONTRACTORS CONTROL ARE NOT THE RESPONSIBILITY OF THE
CONTRACTOR.

· PLANT MATERIAL QUANTITIES AND SIZES WILL BE INSPECTED FOR
COMPLIANCE WITH APPROVED PLANS BY A SITE PLAN REVIEW AGENT
OF THE PLANNING DEPARTMENT PRIOR TO THE RELEASE OF THE
CERTIFICATE OF OCCUPANCY.

· REMOVE ALL GUY WIRES AND STAKES 12 MONTHS AFTER INSTALLATION.

LANDSCAPE NOTES AND
DETAILS

L3.1
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SIGN DETAILS
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NOTES:

1. BASE DRAWING IS DERIVED FROM EXISTING MAP AND
DRAWING INFORMATION AS INDICATED IN THE
REFERENCE SECTION. THE ACCURACY OF THE
INFORMATION IS NOT GUARANTEED. CONTRACTOR
SHALL VERIFY CONDITIONS AND UTILITY LOCATIONS
PRIOR TO CONSTRUCTION.

2. MAINTAIN MINIMUM 12" VERTICAL AND/OR
HORIZONTAL CLEARANCE WITH ALL EXISTING UTILITIES
AND STORM DRAINS.
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T
E

HULL STREET GATEWAY SIGN

PRELIMINARY PLAN
FOR REVIEW ONLY

NOT FOR CONSTRUCTION

RVA GATEWAY SIGN - SECTION ELEVATION

6'-6"

9" 9"

4"

4"

4"

APPROX. 16'

E.Q. E.Q.

DIMENSIONAL STREET NAME,
INTERNALLY ILLUMINATED,
PUSH-THROUGH NOMINAL 12"
PROJECTING

DIMENSIONAL CITY LOGO,
INTERNALLY ILLUMINATED,
5

8" ACRYLIC

MAIN SIGN PANEL, 18"
ALUMINUM PANELING,
COLOR BLUE

HULL STREET ROAD
EASTBOUND

HULL STREET ROAD
WESTBOUND

REINFORCED CONCRETE
FOOTING

2"
8"

2" THIN BRICK VENEER ON
HIGH-DENSITY URETHANE
BASE, INTERNAL FRAMING
MEETING BREAKAWAY
STANDARDS

13'-6"
(TYPICAL TRUCK HEIGHT)

7'-6"

R2'-6"

2"

4"

DEEP NAVY
PANTONE: 426C
CMYK C:80 M:74 Y:52 K:57
RGB R:41 G:41 B:56
HEX: #282938

BLUE
PANTONE: 7687C
CMYK C:95 M:78 Y:27 K:12
RGB R:38 G:70 B:119
HEX: #264677

RED
PANTONE: 7621C
CMYK C:23 M:98 Y:92 K:16
RGB R:170 G:36 B:42
HEX: #AA242A

GRAY
PANTONE: 425C
CMYK C:0 M:0 Y:0 K:80
RGB R:77 G:78 B:76
HEX: #4D4E4C

LIGHT GRAY
PANTONE: 427C
CMYK C:0 M:0 Y:0 K:20
RGB R:208 G:206 B:204
HEX: #D0CECC

4"
4"

SIGN PANEL BASE, ICONIC
CIVIC BUILDING GRAPHIC,
1

8" ALUMINUM

BACK OF SIGN
LEAVING CITY

FRONT OF SIGN
HEADING INTO CITY

CITY OF RICHMOND BRAND COLORS

COLOR GRAY
COLOR LIGHT GRAY

2"

4"
4"

NOTE:
BACK OF SIGN IS EXACT
COPY OF FRONT OF SIGN
WITH THE EXCEPTION TO
THE WRITING SHOWN TO
THE LEFT.

EQ.

RIGHT-JUSTIFY "CORRIDOR"
AND ALIGN WITH "T"

EQ.

LEFT-JUSTIFY
"WELCOME TO

THE" AND ALIGN
WITH "H"

EQ. EQ.

6"

LEFT-JUSTIFY
"LEAVING THE CITY
OF" AND SET TEXT
6 INCHES FROM
EDGE

1

NOTE:
CONTRACTOR SHALL INCLUDE ALL LABOR, MATERIAL, AND
INSTALLATION COSTS FOR THE SIGN AND ELECTRONIC
MESSAGE CENTER IN BID. CONTRACTOR SHALL ALSO PREPARE
SHOP DRAWINGS FOR SUBMITTAL AND APPROVAL PRIOR TO
CONSTRUCTION. SUBMITTAL TO INCLUDE, AT A MINIMUM:

1. STRUCTURAL ENGINEERING FOR SIGN BASE AND
INTERNAL SUPPORT, INCLUDING ALL REQUIRED
REINFORCING.

2. DETAILED DRAWINGS FOR ALL SIGNAGE COMPONENTS,
CONNECTIONS, METHODS OF ATTACHMENT, ETC.

3. DETAILED DRAWINGS FOR ELECTRONIC MESSAGE CENTER
METHOD OF ATTACHMENT, ELECTRICAL DIAGRAMS,
CONDUIT RUNS, CIRCUITRY, AND PANEL LOCATIONS AS
NEEDED.

4. MATERIALS, FABRICATION METHODS, AND OTHER DETAILS
RELATED TO CITY SEAL.

MULTI-DIRECTIONAL COMBINATION 
ANCHOR/SLIP BASE PLATE3FOUNDATION TYPE B4ANCHOR SLEEVE BASE5

RVA GATEWAY SIGN - SIDE SECTION ELEVATION

8"
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10"

2"
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HIGH-DENSITY URETHANE
BASE, INTERNAL FRAMING
MEETING BREAKAWAY
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30"

DIMENSIONAL SIGN TEXT,
INTERNALLY ILLUMINATED,
PUSH-THROUGH NOMINAL 12"
PROJECTING

DIMENSIONAL CITY LOGO,
INTERNALLY ILLUMINATED,
5

8" ACRYLIC

2

SIGN NOTES AND DETAILS
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NOTES:

1. BASE DRAWING IS DERIVED FROM EXISTING MAP AND
DRAWING INFORMATION AS INDICATED IN THE
REFERENCE SECTION. THE ACCURACY OF THE
INFORMATION IS NOT GUARANTEED. CONTRACTOR
SHALL VERIFY CONDITIONS AND UTILITY LOCATIONS
PRIOR TO CONSTRUCTION.
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PHOTOSIMULATION & PRECEDENT IMAGERY
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NOTES:

1. BASE DRAWING IS DERIVED FROM EXISTING MAP AND
DRAWING INFORMATION AS INDICATED IN THE
REFERENCE SECTION. THE ACCURACY OF THE
INFORMATION IS NOT GUARANTEED. CONTRACTOR
SHALL VERIFY CONDITIONS AND UTILITY LOCATIONS
PRIOR TO CONSTRUCTION.

2. MAINTAIN MINIMUM 12" VERTICAL AND/OR
HORIZONTAL CLEARANCE WITH ALL EXISTING UTILITIES
AND STORM DRAINS.

RIP RAP

LINE TYPES

CONCRETE

HATCHING

G

SAN

UGP

UGT

EXISTING GROUND CENTERLINE

EXISTING GROUND WEST SIDE

GAS PIPE

PROPERTY LINE
SANITARY SEWER

OVERHEAD CABLE TV

UNDERGROUND ELECTRIC

UNDERGROUND TELEPHONE

SEWER EASEMENT

W WATER PIPE

EXISTING GROUND EAST SIDE

PAVEMENT RESTORATION
PROPOSED

UCATV

OHP

UNDERGROUND CABLE TV

OVERHEAD ELECTRIC

OCATV

SYMBOLS

EXISTING BUILDING

FIRE HYDRANT

WV
WATER VALVE

STORM MANHOLE

YARD LIGHT

SANITARY MANHOLE

POWER POLE

ELECTRIC METER

ELECTRIC BOX

LIGHT POLE

GUY

BUSH

CAP

GAS METER

GAS VALVE

PROPERTY PIN

WATER METER

UTILITY POLE

UTILITY PEDESTAL

UTILITY BOX

TREE

SIGNS

R/W TANGENT POINT

ELECTRIC MANHOLE

TELEPHONE MANHOLE

BOLLARD

T
E

HULL STREET GATEWAY SIGN

PRELIMINARY PLAN
FOR REVIEW ONLY

NOT FOR CONSTRUCTION

RVA GATEWAY SIGN - SECTION ELEVATION

6'-6"

9" 9"

4"

4"

4"

APPROX. 16'

E.Q. E.Q.

DIMENSIONAL STREET NAME,
INTERNALLY ILLUMINATED,
PUSH-THROUGH NOMINAL 12"
PROJECTING

DIMENSIONAL CITY LOGO,
INTERNALLY ILLUMINATED,
5

8" ACRYLIC

MAIN SIGN PANEL, 18"
ALUMINUM PANELING,
COLOR BLUE

HULL STREET ROAD
EASTBOUND

HULL STREET ROAD
WESTBOUND

REINFORCED CONCRETE
FOOTING

2"
8"

2" THIN BRICK VENEER ON
HIGH-DENSITY URETHANE
BASE, INTERNAL FRAMING
MEETING BREAKAWAY
STANDARDS

13'-6"
(TYPICAL TRUCK HEIGHT)

7'-6"

R2'-6"

2"

4"

DEEP NAVY
PANTONE: 426C
CMYK C:80 M:74 Y:52 K:57
RGB R:41 G:41 B:56
HEX: #282938

BLUE
PANTONE: 7687C
CMYK C:95 M:78 Y:27 K:12
RGB R:38 G:70 B:119
HEX: #264677

RED
PANTONE: 7621C
CMYK C:23 M:98 Y:92 K:16
RGB R:170 G:36 B:42
HEX: #AA242A

GRAY
PANTONE: 425C
CMYK C:0 M:0 Y:0 K:80
RGB R:77 G:78 B:76
HEX: #4D4E4C

LIGHT GRAY
PANTONE: 427C
CMYK C:0 M:0 Y:0 K:20
RGB R:208 G:206 B:204
HEX: #D0CECC

4"
4"

SIGN PANEL BASE, ICONIC
CIVIC BUILDING GRAPHIC,
1

8" ALUMINUM

BACK OF SIGN
LEAVING CITY

FRONT OF SIGN
HEADING INTO CITY

CITY OF RICHMOND BRAND COLORS

COLOR GRAY
COLOR LIGHT GRAY

2"

4"
4"

NOTE:
BACK OF SIGN IS EXACT
COPY OF FRONT OF SIGN
WITH THE EXCEPTION TO
THE WRITING SHOWN TO
THE LEFT.

EQ.

RIGHT-JUSTIFY "CORRIDOR"
AND ALIGN WITH "T"

EQ.

LEFT-JUSTIFY
"WELCOME TO

THE" AND ALIGN
WITH "H"

EQ. EQ.

6"

LEFT-JUSTIFY
"LEAVING THE CITY
OF" AND SET TEXT
6 INCHES FROM
EDGE

1

NOTE:
CONTRACTOR SHALL INCLUDE ALL LABOR, MATERIAL, AND
INSTALLATION COSTS FOR THE SIGN AND ELECTRONIC
MESSAGE CENTER IN BID. CONTRACTOR SHALL ALSO PREPARE
SHOP DRAWINGS FOR SUBMITTAL AND APPROVAL PRIOR TO
CONSTRUCTION. SUBMITTAL TO INCLUDE, AT A MINIMUM:

1. STRUCTURAL ENGINEERING FOR SIGN BASE AND
INTERNAL SUPPORT, INCLUDING ALL REQUIRED
REINFORCING.

2. DETAILED DRAWINGS FOR ALL SIGNAGE COMPONENTS,
CONNECTIONS, METHODS OF ATTACHMENT, ETC.

3. DETAILED DRAWINGS FOR ELECTRONIC MESSAGE CENTER
METHOD OF ATTACHMENT, ELECTRICAL DIAGRAMS,
CONDUIT RUNS, CIRCUITRY, AND PANEL LOCATIONS AS
NEEDED.

4. MATERIALS, FABRICATION METHODS, AND OTHER DETAILS
RELATED TO CITY SEAL.

MULTI-DIRECTIONAL COMBINATION 
ANCHOR/SLIP BASE PLATE3FOUNDATION TYPE B4ANCHOR SLEEVE BASE5

RVA GATEWAY SIGN - SIDE SECTION ELEVATION

8"

2"
10"

2"
THIN BRICK VENEER ON
HIGH-DENSITY URETHANE
BASE, INTERNAL FRAMING
MEETING BREAKAWAY
STANDARDS

EASTWEST

REINFORCED CONCRETE
FOOTING

30"

DIMENSIONAL SIGN TEXT,
INTERNALLY ILLUMINATED,
PUSH-THROUGH NOMINAL 12"
PROJECTING

DIMENSIONAL CITY LOGO,
INTERNALLY ILLUMINATED,
5

8" ACRYLIC

2

SIGN NOTES AND DETAILS

L4.0

CITY OF RICHMOND SIGNAGE PROGRAM EXAMPLES
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PLANT MATERIAL IMAGES

RED SPRITE WINTERBERRY

MERLOT SWEETSPIRE

MEXICAN FEATHER GRASS

OCTOBER SKIES FALL ASTER

FEATHER REED GRASS

GOLDSTRUM CONEFLOWER

HAMELN FOUNTAIN GRASS

BLAZING STAR

RED TWIG DOGWOOD

AUTUMN FIRE SEDUM


